KATALOG PRODUK OPTILAB

1. Optilab Professional

Picture Spesifications

NamaProduk : Optilab Professional
(Hanya compatible dengan XSZ 107 series dengan
penggantian lampu LED yang included pada tipe ini, atau

mikroskop lain dengan LED illuminator)

¢ High Quality Progressive %4” CMOS Color Image

Sensor
e Video Mode RGB24 (24bit)
e Video Capture up to 480p
o Still Image Capture up to 2 Mpiks
e Automatic Whiteness Balance

e Auto Exposure

Capture Result with OptilabProfesional :




2. Optilab Advanced

Picture Spesifications

NamaProduk : Optilab Advanced

Spesifications:

e High Quality Progressive 5 MP CMOS Color Image

Sensor

o Video Mode RGB24 (8bit)

e Video Capture up to 1280 x 1024

e Still Image Capture up to 2560 x 2048

e Frame rate up to 30 fps

o AWB (Automatic Whiteness Balance)

e Auto Exposure

e ND Filter

e Advanced Optic Lens

e With 30,5 mm Adapter

o Include : Objective Micrometer for calibration

Capture Result with OptilabAdvance :




3. Optilab Advanced+ (Advance Plus)

Picture

Model And Spesifications
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NamaProduk : Optilab Advanced+
(eyepiece Adapter is optional accessory)

Spesifications for Optilab Advanced+ :

High Quality Progressive %.;” CMOS Color
Image Sensor

Stream Resolution up to 1280x1024(12bit)
Capture Size 12.6 Mega Pixels

Shutter Electronic

Data Interface USB2.0 (480 Mbit / sec)
White Balance Manual/Auto one-touch
Exposure Control 10ps-32ms,Auto exposure

Output connector type: C-mount and CS-Mount
(Harga tidak termasuk adapter)

Minimum Computer Requierment

CPU Intel i3 or equivalent

1GB RAM

500MB Hardisk Space

USB 2.0

DVD ROM Drive

O0S Windows 7/8/10 32/64bit




4. Optilab Sigma

Picture

Model And Spesifications
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NamaProduk : Optilab Sigma
(Microscope, monitor and C-mount Adapter is
optional accessory)

Spesifications for Optilab Advanced+ :
e Optilab Sigma camera is a multiple interfaces
(HDMI+USB2.0+SD card)
e Sensor & Size 1080P/Sony IMX236(C)
1/2.8"(5.5x3.4 mm)
e G Sensivity Dark Sinyal 0.15 mv with 1/30s
o Rate 30 fps @1920x1080 pixels (Full HD)
e Exposure 0.4ms~999ms
e Video Record 1080P 30fps in SD Card
e Exposure and White Balance Manual/Auto 1
port for SD Memory Card
e Camera control including Exposure, Gain,
White Balance, Color
Adjustment, Sharpness and Denoising Control
e OQOutput connector type: C-mount
(Harga tidak termasuk adapter)
Minimum Computer Requierment
e CPU: Equal to Intel Core2 2.8GHz or Higher
e 4 GBRAM
e 500MB Hardisk Space
e USB2.0
e DVD ROM Drive
e Microsoft® Windows® XP /Vista
[7/8/8.1/10(32 & 64 bit)
OSx(Mac OS X)
Linux

Capture with Optilab Sigma
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KATALOG PRODUK ADAPTER

1. C-MOUNT TRINOCULAR TUBE ADAPTER
Picture Model And Specifications

NamaProduk : Adaptor C-Mount for Trinocular
(0.35x)

Spesifications for C-Mount Adapter:
e Low magnification 0.35x C-mount adaptor
e Adjustable Focus
e Telecentric optics with low light deficiency
[ ]

Parfocal with different microscope objective
lenses

Can be installed in UIS trinocular tube

e Diffraction limited MTF performance

e Aperture totally coupledwith UIS microscope exit
pupil

e Can be used on Olympus U-TR30-2, U-TR30ONIR, U-

SWTR-3, U-DPT (port B), U-MPH

2. C-MOUNT EYEPIECE ADAPTER
Picture Model, Price And Specifications

NamaProduk : Eyepiece Adaptor

Spesifications for:
e Low magnification , equivalent to 10x eyepiece
e fixed lensinside

e (Can be used on binoculer and trinoculer microscope
with 23.2 and 30 mm diameter tube

Keterangan:
e Adapter di atas merupakan pelengkap Optilab Advance+
e Adapter C-Mount digunakan di Mikroskop Trinokuler bagian “head” mikroskop
o Eyepiece Adapter digunakan di Mikroskop Binokuler atau Trinokuler di bagian lensa
binokuler / eyepiece.






